
FEATURES & BENEFITS

 Allows moisture 
within the roof system to dry rapidly, thereby 
reducing potential for mould, mildew, 
rot, metal corrosion and reduced thermal 
insulation values.

 Can be installed and left 

product in accordance with the “Extreme 
Weather Statement” on the back of this 
document.

Moisture entering the 
roof system is quickly diverted before it can 
damage insulation and other components.

 Tear, rip and puncture resistant 
reducing repairs and related labour costs.

 Superior resistance to the 
high temperatures associated with typical 

 Less costly than self 

underlayment membranes.

™

 

 
A triple layer, spun bonded polypropylene, 
water resistant, vapour permeable air barrier 
underlayment for sloped roofs.

USES 
As an air barrier, secondary drainage plane or 

metal, copper, zinc, slate, cedar and clay tile. 

PACKAGING

2 2)

Colour: Black (top) and Black (bottom)

 

 

Accepted by roof system manufacturers. 
Consult SRP and your system 

For complete instructions refer to the detailed 
installation guide available at . 

 is installed under the 

up.  Install to form a continuous membrane over 
the entire roof area and allow water to drain away 
from penetrations to the gutters. Ensure there 
are no blockages that may obstruct the water 

wind driven rain. To optimize performance, install 
a layer of ventilation mat or battens over the SRP 

 prior to installing the primary 

™

2856 ng/Pa/s/m² (50 perms)  

Staples are not recommended.



PHYSICAL PROPERTY TEST METHOD RESULT

 

2856 ng/Pa/s/m² (50 perms)  

Service Temperature  -40°C to 100°C (-40°F to 212°F) 

Flame Spread Rating (FSR)  CAN/ULC-S102 5

Smoke Developed Classification (SDC)  CAN/ULC-S102 15

Flame Spread Index (FSI) ASTM E84 5

Smoke Developed Index (SDI)  ASTM E84 5

Flexibility at Low Temperatures  EN13859 -30°C

  

 

always refer to the most recent issue of the Technical Data Sheet for the product concerned, copies of which will be supplied on request or can be accessed in the Internet under www.srpcanada.ca .

 

bonded polypropylene, membrane with a nominal weight of 
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As many areas are experiencing extreme weather 
conditions such as heavy and prolonged rainfall, 
“Best Building Practice” would suggest, and SRP 
Canada recommends, that AirOutshield™ ROOF be 

(e.g., tarps) DURING THE CONSTRUCTION PHASE to 
ensure that interiors are protected until the primary 

suppliers and manufacturers, shall be liable for 
damages, including but not limited to consequential 

AirOutshield™ ROOF during the construction phase.

™

Staples are not recommended.
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